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High Quality, 
Fast Delivery 
and 
Customization.

About Us
Dean Chang Enterprise Co., Ltd
(DCEC), founded in 1962, has been
in aluminum business at least 6
decades in Taiwan. DCEC obtained
ISO9001certification and focusing
on 2 main production lines,
aluminum bottle and aluminum
alloy gas cylinder.

We guarantee that our products are
fully tested and maintain the
highest quality, ensuring reliability
and safety for all our customers,
also having extensive experience in
producing customized products to
meet diverse client needs.



-A I R S O F T / P C P A I R R I F L E S Y S T E M -

1.Material: A6061 high strength aluminum alloy
2.Certification: TPED PI, ISO and others.
3. Complete traceability: Cylinder production batches,

test reports and raw material analysis
4. Color: Painting and screen printing available upon

request
5. Others: Valve attached, additional markings / thread 

size available upon request

Certification

Our company holds several prestigious
certifications that demonstrate our
commitment to quality and safety. We are
ISO 9001 certified for our quality
management system, ensuring
international standards are met. Our
products are independently tested and
certified by TÜV Rheinland, confirming
compliance across all models.
Additionally, our SGS certification
guarantees that our products are free
from heavy metal leaching.

Item
(Model)

WP
(psi/bar)

OD
(in/mm)

Length
(in/mm)

Weight
(lbs/kgs)

Volume
(cu in/c.c.) Thread

DC-AH22(22CI) 3000/207 2.50/63.8 8.07 / 205 1.30 / 0.59 22 / 360 5/8-18UNF

DC-AH26(26CI) 3000/207 2.50/63.8 9.05 / 230 1.36 / 0.62 26 / 426 5/8-18UNF

DC-AH30(30CI) 3000/207 2.50/63.8 10.62 / 270 1.65 /0.75 30 / 500 5/8-18UNF

DC-P35(22CI)
Round Bottom 3000/207 2.36/60 9.05 / 230 1.1 / 0.5 21.35 / 350 M18*1.5

DC-P50(30CI)
Round Bottom 3000/207 2.36/60 12.00 / 305 1.36 / 0.62 31.7 / 520 M18*1.5

DC-B18(18CI) 3000/207 1.98/50.5 9.64 / 245 0.93 / 0.42 18 / 295 5/8-18UNF



-P A I N T B A L L H P A S Y S T E M -
1.Material: A6061 high strength aluminum alloy
2.Certification: TPED PI, ISO and others.
3. Complete traceability: Cylinder production batches,

test reports and raw material analysis
4. Color: Painting and screen printing available upon

request
5. Others: Valve attached, additional markings / thread 

size available upon request

-P A I N T B A L L C O 2 S Y S T E M -
1. Material: A6061 high strength aluminum alloy,

Lightweight, durable and corrosion-resistant
2. Certification: TPED PI, ISO and others.
3. Complete traceability: Cylinder production batches,

test reports and raw material analysis
4. Color: Painting and screen printing are available upon

request
5. Others: Valve attached, additional markings / thread 

size available upon request

Item
(Model)

WP
(psi/bar)

OD
(in/mm)

Length
(in/mm)

Weight
(lbs/kgs)

Volume
(cu in/c.c.) Thread

DC-A09(9OZ) 1800/124 2.126/54 9.37 / 238 0.77 / 0.35 23.15 / 380 5/8-18UNF

DC-A12(12OZ) 1800/124 2.50/63.8 9.37 / 238 1.1 / 0.5 31 / 508 5/8-18UNF

DC-A16(16OZ) 1800/124 3.189/81 7.67 / 195 1.37 / 0.62 40 / 657 5/8-18UNF

DC-A20(20OZ) 1800/124 3.189/81 9.25 / 235 1.63 / 0.74 48.8 / 800 5/8-18UNF

DC-A24(24OZ) 1800/124 3.189/81 10.82 / 275 1.89 /0.86 59.8/980 5/8-18UNF

Item
(Model)

WP
(psi/bar)

OD
(in/mm)

Length
(in/mm)

Weight
(lbs/kgs)

Volume
(cu in/c.c.) Thread

DC-A26(26CI) 3000/207 3.59 / 91.2 5.90 / 150 1.87/0.85 26 / 426 5/8-18UNF

DC-A48(48CI) 3000/207 3.59 / 91.2 8.54 / 217 2.65/1.2 48 / 787 5/8-18UNF

DC-A62(62CI) 3000/207 3.59 / 91.2 10.43/265 3.08/1.4 62 / 1000 5/8-18UNF

DC-B6(13CI) 3000/207 1.97 / 50 7.09 / 180 0.7 /0.33 13 / 213 5/8-18UNF



- 4 POSITION P A I N T B A L L R E G U L A T O R -

1.We can do 4 ways 90°position, you just need screw bonnet thread
and change different side and screw back then can fit every players
suitable angle. 

2.Normal gauge thread use 1/8”-npt if you need every gauge be
positive some of them will leakage. Our gauge use O-ring system
and 3/8”-24unf so we can always be positive and success. 

3. Also we will provide a packing kit to change lower output pressure,
we can do normal 800~900psi after change become 500~600psi.

4. Customize output pressure can do 400~1600psi.

- 4 POSITION ON/OFF P A I N T B A L L R E G U L A T O R -

1. We can do 4 ways 90°position, you just need screw bonnet thread
and change different side and screw back then can fit every players 
suitable angle.

2. Normal gauge thread use 1/8”-npt if you need every gauge be
positive some of them will leakage. Our gauge use O-ring system
and 3/8”-24unf so we can always be positive and success.

3. Also we will provide a packing kit to change lower output pressure, 
we can do normal 800~900psi after change become 500~600psi.

4. With on/off function.
5. customize output pressure can do 400~1600psi.

- AIRSOFT ADJUSTABLE REGULATOR SET -

AIRSOFT Adjustable Regulator
1. Adjustment Range: 80 psi to 160 psi ±10 psi
2. Adjustment method: knob type (as shown in figure 01, marked A.)

(Please note that the pressure definition for this product is set to 
simulate the rate of shooting by 12 bar of gas with 0.2g BBS)

3. The groove design allows the users to tie the black cable tie after 
screw tight the Hex socket screw.

PAINTBALL ON/OFF Fixed Pressure Regulator
1. Output pressure: 800 psi ±50 psi
2. With a user-friendly ON/OFF switch function
It is normal that the force resistance makes it difficult to push the switch.
Simply screw a bit while gently pushing it upwards or downwards would 
resume normal operation (as shown in figure 01, marked B.)

(Please note that the upper and lower parts of this product is not separable)



- AIRSOFT REGULATOR SET -

● Product Characteristics and Advantages
The fact that gas is susceptible to temperature and climate, and is 
released from liquid to gaseity during the Airsoft games, might be the 
main reasons lead to the instability while shooting, and is more likely to 
make the system unable to shoot under extreme weather.
The problem can easily be solved by using HPA system since 
compressed air is stored and released in air state and, unlike gas, is no 
need to transform during the game.
● Usage Description
Usually, in order to retrofit to HPA-Airsoft system, airsoft players would 
need two regulators to decrease the output pressure in two stages.
The tank pressure decreased through a PAINTBALL regulator from 3000 
psi to 800 psi,
and then through another AIRSOFT regulator to depressurize to around 
100 psi.
Nevertheless, by using our patented special designed retrofit regulator, 
switching to HPA-Airsoft system is easy and efficient.
It can immediately decrease the pressure from 3000/4500 psi directly to 
around 100 psi at once.
● Safety and Pressure Range
For safety reasons and the mindset of avoiding certain self-retrofitted 
shooting speed excess situations, this NOT ADJUSTABLE regulator was 
designed to set and alter ONLY by our company through the implements 
of precise pressure tests.
We can also customize the output pressure from 100 psi to 300 psi.

This product is a retrofit kit from GAS system to HPA (high pressure air) system in Airsoft

● Safety
The burst disks of the regulator are designed 
to protect the cylinder and the regulator 
from explode when pressure fail to relief 
properly.

The coating of the hose is made by braided 
fishing line instead of simple fiber braiding, 
therefore makes it even more sturdy and 
wears much longer.

Specifications:

Working pressure (W.P.) maximum: 500 psi

Burst pressure (B.P.): 3000 psi

Protected by hose protectors in both sides
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